
Declaration of performance
No. F02/2019-10-14

1  Unique identification code of the product type:
 fibreC glassfibre reinforced concrete according to DIN EN 12467 (material for concrete skin and öko skin)

2 Intended use, as foreseen by the manufacturer:
 Cladding of rear-ventilated exterior walls, cladding of interior walls, floors

3 Name of the manufacturer in accordance with Construction Products Ordinance (BauPV) art. 11 par. 5:
 Rieder Faserbeton-Elemente GmbH, Bergstraße 3a, 83059 Kolbermoor, Germany

4 System for assessment and verification of constancy of performance according to BauPV Annex V:
 System 3

5 Harmonised standard:
 DIN EN 12467

6 Name and identification number of the notified body:
 Materialprüfanstalt Universität Stuttgart (MPA Stuttgart, Otto-Graf-Institut (FMPA))
  Pfaffenwaldring 4, 70569 Stuttgart, Germany, identification number 0672.

7 Declared performance:
 The product meets the requirements of DIN EN 12467, Category A, Class 4. Fire class A1

8 The performance of the above product corresponds to the declared performance. The above-mentioned   
 manufacturer is solely responsible for drawing up the declaration of performance in accordance with 
 Regulation (EU) no. 305/2011.

 

Signed for and on behalf of the manufacturer by:

Kolbermoor, 14th October 2019     

 
Wolfgang Rieder

CEO


