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1. Unique product identification number: REFAGLASS 00/63-21-12-2022

[

treatments and for uncemented and cemented applications

POSV system: 2+

o v oew

7. Declared properties:

Harmonised Standard: EN 13055-1:2002/AC:2004 and EN 13055-2:2006
Notified Body: VUPS - Certification Company s.r.o., OS 1516, TZUS - The Technical and Test

Institute for Construction Prague, SOE, OS 1020

Manufacturer: Refaglass s.r.o., U Nikolajky 382/30, 150 00 Prague 5 - Smichov, CRN: 29155576

Intended application: Porous aggregates for concrete, mortar and grout / Porous aggregates for asphalt mixes and surface

Basic characteristics

Characteristic ad 1)

Characteristic ad 2)

Harmonized
technical
specifications

round and sharp-

round and sharp-

:2;3: ;f;aepe Particle shape edged particles edged particles
Loose bulking weight Particle grading 0/63 0/63
Apparent density 0,15 Mg/m*+15% | 0,15 Mg/m*+15%
Percgntage of crushed Perc.entage of crushed 100 % 100 %
particles particles
Cleanliness Organic pollution Negative Negative
Crushing resistance Crushing resistance 1 N/mm2+15% 1N/mm?+15%
Chlorides to 1 mg/kg -
Water-soluble components t0 0,001 % -
Components/content Acid-soluble sulphates to 0,03 % -
Total sulphur to 0,025 % -
Volume stability Breakdown resistance 25%+15% 25%*15%
) Absorption 2to5% -
Water absorption Water buoyancy height - 95 mm +10 %
Hazardous substances | Radioactivity emissions I<1 I<1
Freeze-thaw durability | Freeze-thaw resistance t0 0,25 % hm t0 0,25 % hm

Durability against

Onorm B 3100
complies 0.27 %o < 1

(norm B 3100
complies 0.27 %o

Alkaline-silica reaction | kaline-silica reaction %o CSN 721179 | <1 %o CSN 721179
complies 0.091 %< | complies 0.091 %
0.1% <0.1%

1) EN 13055-1
:2002/AC:2004

2) EN 13055-2
:2006

The properties of the above-stated product comply with the set of declared properties. This declaration of performance is issued

under the sole responsibility of the manufacturer named above in accordance with EU Regulation 305/2011

Other declared features:

Feature Value Unit Standard
'Thermal conductivity coefficient value A {compression min 1.1,3) 0.08 £20 % W/m2K EN 12667
Fire resistance class Al CSN 73 0810:2009

Signed for and in behalf of the producer:

Pibram 26.12.2022

}Quality inspector

Martin Cimburek |

Q
800121313

The company is incorporated in the Commercial Register maintained by the Municipal Court in Prague, Section C, Insert 204807

Mailing address

Na Flusarné 168

26101 Piibram

U Nikolajky 382

15000 Prague 5
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