
EU-Declaration of Performance

No AVPR1

1. Unique identification code of the product-type: AVIPASTRUBBER 

High Elasticity Bituminous Emulsion

2. Intended use/es: Polymer modified bituminous thick coatings for 

waterproofing (W1-CB2-CB2)

3. Manufacturer: Ravago Hellas BS SA

115, Neratziotissis str, Maroussi 

15124 Athens, Greece

4. Authorised representative: -

5. System/s of AVCP: System 3

System 3 for reaction to fire

6α.Harmonised standard: EN 15814:2011+A2:2014 

Notified body/ies:

6β.European Assessment Document: -

European Technical Assessment: -

Technical Assessment Body: -

Notified body/ies: -

7. Declared performance/s:

Essential Characteristics Performance Harmonized Standard

Watertightness W1

Reaction to fire Class E

Crack bridging ability CB2

Resistance to rain R1

Water resistance Pass

Flexibility at low temperature Pass

Dimensional stability at high temperature Pass

Reduction of layer thickness when fully dried (durability) Pass

Resistance to compression C2B

Dangerous Substances NPD

8. Appropriate Technical Documentation and/or Specific Technical Documentation: -

Signed for and on behalf of the manufacturer by: Elena Vlachou

Name, Position, Signature: Plant Manager

Place, Date of issue Maroussi Athens 07.10.2020

          

AVIPAST RUBBER

TZUS Technical and Test Institute for Construction Prague (Νο 1020)

The performance of the product identified above is in conformity with the set of declared performance/s. This declaration of performance is issued, in accordance with Regulation 

(EU) No 305/2011, under the sole responsibility of the manufacturer identified above.

EN 15814:2011+A2:2014 
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