
 

Declaration Of Performance 

No. 004 – 305/11/ΕU – March/2018 

1. Unique identification code of the product-type:  AVIP TWIN 

2. Intended use/es:  Polymer modified bituminous thick coatings for waterproofing 

3. Manufacturer: Ravago Hellas S.A. 115, Neratziotissis str., Marousi Attica - 15124 Athens 

4. Authorized Representative: Not Applicable 

5. System / AVCP: 3 

6a. Harmonised Standard: ΕΝ 15814:2011 

Notified body/ies: TZUS No. 1020 

6b. European Assessment Document: Not Applicable  

European Technical Assessment: Not Applicable 

Technical Assessment Body:  Not Applicable 

Notified body/ies:   Not Applicable 

7. Declared performance/s: 

Essential characteristics Performance European Norm 

Crack-bridging ability CB 2 EN 15812 

Flexibility at low temperature Pass EN 15813 

Resistance to rain NPD EN 15816 

Water resistance Pass EN 15817 

Reaction to fire NPD EN 13501-1 

Dimensional stability at high temperatures Pass EN 15818 

Resistance to compression C2B EN 15815 

Reduction of layer thickness when fully dried NPD EN 15819 

Watertightness W2B EN 15820 

 

8. Appropriate Technical Documentation and/or Specific Technical Documentation: The technical requirements 

and the performances of the products, are documented at the Technical File of the products and at the 

Technical Brochures of the Company. 

 

The performance of the product identified above is in conformity with the set of declared performance/s. This 

declaration of performance is issued, in accordance with Regulation (EU) No 305/2011, under the sole 

responsibility of the manufacturer identified above.  

 

Signed for and on behalf of the manufacturer by: 

 
  

 

 

Christos Tsintzas 
Chemical Engineer 
Production Manager 
 
At Marousi, March 2018 

     


