
KOLORY JEDNOLITE
SOLID COLOURS 

Kolory nie zawierają toksycznych metali ciężkich, takich jak ołów 
lub tlenek chromu / Odcienie kolorów pokazane w tej tabeli mogą 
się nieznacznie różnić od ostatecznego koloru zwoju aluminiowego, 
szczególnie w przypadku kolorów metalicznych, specjalnych i 
pryzmatycznych / Może również wystąpić zmiana odcienia z partii do 
zwoju partii, aby zapewnić spójność kolorów, zalecamy zamówienie 
projektu w jednej partii. Wszystkie kolory powinny być instalowane 
zgodnie z kierunkiem strzałki wydrukowanej na folii ochronnej i z tyłu 
płyty, aby uniknąć różnic w kolorach.

The colours do not contain toxic heavy metals such as lead or chromium 
oxide. / The colour shades presented in this chart may vary from the 
final colour of the aluminium coil, especially with metallic, special and 
prismatic colours. / There may also be a variation in shade from batch 
to batch of coil, to ensure colour consistency, we recommend ordering 
a project in a single batch. All colours should be installed following the 
direction of the arrow printed on the protective film and on the back of 
the panel to prevent colour variations.

NOTA PRAWNA DISCLAIMER 

Dystrybutor:

 CECHY

Płyta kompozytowa BUILDBOND składa się z 2 blach 
aluminiowych, stopu AW 5005 na stronie zewnętrznej 
i stopu AW 3005/3105 na stronie wewnętrznej, dzięki 
czemu osiągnięto płytę o wysokiej odporności na 
czynniki atmosferyczne i odpowiednim zachowaniu 
mechanicznym.

Alubuild produkuje aluminiowe płyty kompozytowe 
według specyfikacji EOTA zgodnie z europejskimi 
normami EAD 090062-00-0404 i EAD 21046-00-1201.

Wszystkie zwoje lakierowane używane do produkcji płyt 
kompozytowych BUILDBOND są testowane zgodnie z 
wymogami określonymi przez E.C.C.A (European Coil 
Coating Association).

Zwoje aluminiowe używane do produkcji paneli 
BUILDBOND są lakierowane wykończeniami o wysokiej 
trwałości, zgodnie ze specyfikacją każdego projektu.

Ten rodzaj powłoki charakteryzuje się:

Wysoka trwałość

Każdy kolor z palety RAL dla wykończeń pełnych można uzyskać z zakresu połysku w granicach 25 - 40 %.

Wysoka odporność na korozję

Odporność chemiczna Wysoka odporność na promieniowanie UV

 Wysoka elastyczność

Odporność na działanie środowiska 
morskiego
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RAL 7021 | cod. BB167

CHARACTERISTICS 

The BUILDBOND composite panel is composed of two 
aluminium sheets, an outer sheet of aluminium alloy AW 
5005 and an inner sheet of alloy AW 3005/3105, thus 
succeeding in creating a panel with high resistance to 
atmospheric agents and suitable mechanical behaviour.

Alubuild manufacturers aluminium composite panels 
which are classified according with EOTA specifications 
and European EAD 090062-00-0404 and EAD 21046-00-
1201 standards.

All coated coils used in the manufacture of the 
BUILDBOND composite panel are tested according with 
the requirements established by E.C.C.A (European Coil 
Coating Association).

The aluminium coils used in the manufacture of 
BUILDBOND panels are coated with high durability 
finishes, according to the specifications of each project.

These types of coatings are characterised by: 

High durability 

Any colour of RAL chart for solid finishes can be obtained from a range of shine between 25 - 40%.      

High resistance to corrosion

Resistant to chemical substances High resistance to UV rays 

High flexibility

Resistant to exposure to marine 
environment 

RAL 7011 | cod. BB165 RAL 7022 | cod. BB163 RAL 9005 | cod. BB170

ARTIC WHITE

cod. BB103

DUSTY GREY

RAL 7037 | cod. BB162

IRON GREY

RAL 7011 | cod. BB165

GREY WHITE

RAL 9002 | cod. BB160

TRAFFIC YELLOW

RAL 1023 | cod. BB110

PURE WHITE

RAL 9010 | cod. BB101

TRAFFIC WHITE

RAL 9016 | cod. BB100

SIGNAL WHITE

RAL 9003 | cod. BB102

LIGHT GREY

RAL 7035 | cod. BB161

ANTRACITE GREY

RAL 7016 | cod. BB164

TRAFFIC ORANGE

RAL 2009 | cod. BB111

UMBRA GREY 

RAL 7022 | cod. BB163

TRAFFIC RED

RAL 3020 | COD.BB121

CREAM

RAL 9001 | cod. BB121

ULTRAMARINE BLUE

RAL 5002 | cod. BB140

BLOOD RED

RAL 3000 | cod. BB113

BROWN

RAL 8014 | cod. BB130

GENTIAN BLUE

RAL 5010 | cod. BB141

IVORY

RAL 1015 | cod. BB120

BLACK GREY BLACK

RAL 9005 | cod. BB170

YELLOW GREEN

RAL 6018 | cod. BB150


