Ptyta kompozytowa BUILDBOND sktada sie z 2 blach
aluminiowych, stopu AW 5005 na stronie zewnetrznej
i stopu AW 3005/3105 na stronie wewnetrznej, dzieki
czemu osiggnieto ptyte o wysokiej odpornosci na
czynniki atmosferyczne i odpowiednim zachowaniu
mechanicznym.

Alubuild produkuje aluminiowe ptyty kompozytowe
wedtug specyfikacji EOTA zgodnie z europejskimi

normami EAD 090062-00-0404 i EAD 21046-00-1201.
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Wszystkie zwoje lakierowane uzywane do produkcji ptyt
kompozytowych BUILDBOND sq testowane zgodnie z
wymogami okreslonymi przez E.C.C.A (European Coil
Coating Association).

Zwoje aluminiowe uzywane do produkcji paneli
BUILDBOND sqg lakierowane wykonczeniami o wysokiej
trwatosci, zgodnie ze specyfikacjq kazdego projektu.

Ten rodzaj powtoki charakteryzuje sie:

Wysoka trwatosé

Wysoka elastycznosé

Wysoka odpornos$¢ na korozje

7’3 Odpornos$é¢ na dziatanie srodowiska
morskiego

Odpornosé chemiczna

¢ e D

_/)BL Wysoka odporno$é¢ na promieniowanie UV

NOTA PRAWNA

Kolory nie zawierajq toksycznych metali cigzkich, takich jak otow

lub tlenek chromu / Odcienie koloréw pokazane w tej tabeli mogg

sie nieznacznie réznié¢ od ostatecznego koloru zwoju aluminiowego,
szczegodlnie w przypadku koloréw metalicznych, specjalnych i
pryzmatycznych / Moze réwniez wystgpié¢ zmiana odcienia z partii do
zwoju partii, aby zapewnié spdjnos¢ koloréw, zalecamy zaméwienie
projektu w jednej partii. Wszystkie kolory powinny by¢ instalowane
zgodnie z kierunkiem strzatki wydrukowanej na folii ochronneji z tytu
ptyty, aby unikng¢ réznic w kolorach.

ETA21/1110 [ Made in Portugal

DISCLAIMER

The colours do not contain toxic heavy metals such as lead or chromium
oxide. / The colour shades presented in this chart may vary from the
final colour of the aluminium coil, especially with metallic, special and
prismatic colours. / There may also be a variation in shade from batch
to batch of coil, to ensure colour consistency, we recommend ordering

a project in a single batch. All colours should be installed following the
direction of the arrow printed on the protective film and on the back of
the panel to prevent colour variations.
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Aluminium Composite Panel
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The BUILDBOND composite panel is composed of two
aluminium sheets, an outer sheet of aluminium alloy AW
5005 and an inner sheet of alloy AW 3005/3105, thus
succeeding in creating a panel with high resistance to
atmospheric agents and suitable mechanical behaviour.

Alubuild manufacturers aluminium composite panels
which are classified according with EOTA specifications
and European EAD 090062-00-0404 and EAD 21046-00-
1201 standards.
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All coated coils used in the manufacture of the
BUILDBOND composite panel are tested according with
the requirements established by E.C.C.A (European Coil
Coating Association).

The aluminium coils used in the manufacture of
BUILDBOND panels are coated with high durability
finishes, according to the specifications of each project.

These types of coatings are characterised by:

MIRROR NATURAL MIRROR COPPER GLISTENING SNOW ANODIZED SILVER BRONZE ANODIZED LIGHT BRONZE ANODIZED BLACK
Cod. BB600O Cod. BB601 Cod. BB500 Cod. BB580 Cod. BB581 Cod. BB582

CHARACTERISTICS

@ High durability % High flexibility
L
BRUSHED RED COPPER BRUSHED WRINKLE BLACK ROUGH ANODIZED BLUE GREY ANODIZED GOLD SATIN ANODIZED RED \L _)’X ) )
Cod. BB561 Cod. BB530 Cod. BB570 Cod. BB583 Cod. BB584 Cod. BB585 High resistance to corrosion = Resistant to exposure to marine
NP environment
Q} Resistant to chemical substances SBL High resistance to UV rays
=
PYRITE SILVER ROUGH WEATHERED ZINC ROUGH DARK OXID
Cod. BB562 BB563 Cod. BB571

PATINA COPPER CORTEN STEEL URBAN CONCRETE
Cod. BB550 Cod. BB510 Cod. BB565




