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·   TECHNICAL DATA SHEET   ·

SPIDI® light brackets 

Material SPIDI® light ALU EN AW-6063 T66 / T6

Elastic modulus 70.000 N/mm²

Yield strength 200 N/mm² / 170 N/mm²

Thermal conductivity 200 W/mK

Reaction to fire Non-flammable according to DIN EN 4102-2

Isolator material PA (Polyamid)

Certification EN 1090-1; EXC 1 & 2

Function Wall bracket 
Bracket for suspended ceiling 
Bracket for fixed point 
Bracket for sliding point 

Mounting direction vertically 
horizontally

Please note: Product must be inspected for suitability by installation personnel prior to installation. Our technicians must be consulted prior to installation (mandatory) 
to ensure product is installed correctly and accurately. Product is subject to changes in line with advances in technology. Misprints and errors excepted. Our Terms and 
Conditions (available at www.slavonia.com) apply. © Slavonia Baubedarf GmbH

Technical data
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·   TECHNICAL DATA SHEET   ·

SPIDI® light brackets large

Please note: Product must be inspected for suitability by installation personnel prior to installation. Our technicians must be consulted prior to installation (mandatory) 
to ensure product is installed correctly and accurately. Product is subject to changes in line with advances in technology. Misprints and errors excepted. Our Terms and 
Conditions (available at www.slavonia.com) apply. © Slavonia Baubedarf GmbH

Profile Item  
Number

Baseplate 
thickness

Baseplate 
width

Baseplate 
height

Hole  
diameter

Bracket 
length w/o 

isolator

Isolator 
thickness

Cross sect. 
area

s [mm] w [mm] h [mm] D [mm] L [mm] t [mm] A [mm2]
SPIDI® EnVe-L BI L 40-10.5 421200111119 4 40 150 10.5 40 5 240.91
SPIDI® EnVe-L BI L 60-10.5 421200111120 4 40 150 10.5 60 5 287.46
SPIDI® EnVe-L BI L 80-10.5 421200111121 4 40 150 10.5 80 5 346.01
SPIDI® EnVe-L BI L 100-10.5 421200111123 4 40 150 10.5 100 5 410.48
SPIDI® EnVe-L BI L 120-10.5 421200111124 4 40 150 10.5 120 5 474.05
SPIDI® EnVe-L BI L 140-10.5 421200111125 4 40 150 10.5 140 5 528.10
SPIDI® EnVe-L BI L 160-10.5 421200111127 4 40 150 10.5 160 5 589.89
SPIDI® EnVe-L BI L 180-10.5 421200111128 4 40 150 10.5 180 5 723.89
SPIDI® EnVe-L BI L 200-10.5 421200111129 4 40 150 10.5 200 5 787.95
SPIDI® EnVe-L BI L 220-10.5 421200111131 4 40 150 10.5 220 5 851.85
SPIDI® EnVe-L BI L 240-10.5 421200111132 4 40 150 10.5 240 5 939.34
SPIDI® EnVe-L BI L 270-10.5 421200111133 4 40 150 10.5 270 5 1144.15

For concrete and masonry basematerial

BASEPLATE SWORD



Slavonia Baubedarf GmbH • A-1110 Vienna, Hauffgasse 3-5 • Tel.: +43 1 769 69 29-0 • Fax: +43 1 769 69 27
email: office@slavonia.com • web: www.slavonia.com

Page 3 of 6

·   TECHNICAL DATA SHEET   ·

SPIDI® light brackets large

Please note: Product must be inspected for suitability by installation personnel prior to installation. Our technicians must be consulted prior to installation (mandatory) 
to ensure product is installed correctly and accurately. Product is subject to changes in line with advances in technology. Misprints and errors excepted. Our Terms and 
Conditions (available at www.slavonia.com) apply. © Slavonia Baubedarf GmbH

For steel and timber

Profile Item  
Number

Baseplate 
thickness

Baseplate 
width

Baseplate 
height

Hole  
diameter

Bracket 
length w/o 

isolator

Isolator 
thickness

Cross sect. 
area

s [mm] w [mm] h [mm] D [mm] L [mm] t [mm] A [mm2]
SPIDI® EnVe-L BI L 40-6,5 421200111136 4 40 150 6.5 40 5 240.91
SPIDI® EnVe-L BI L 60-6.5 421200111137 4 40 150 6.5 60 5 287.46
SPIDI® EnVe-L BI L 80-6.5 421200111138 4 40 150 6.5 80 5 346.01
SPIDI® EnVe-L BI L 100-6.5 421200111140 4 40 150 6.5 100 5 410.48
SPIDI® EnVe-L BI L 120-6.5 421200111141 4 40 150 6.5 120 5 474.05
SPIDI® EnVe-L BI L 140-6.5 421200111042 4 40 150 6.5 140 5 528.10
SPIDI® EnVe-L BI L 160-6.5 421200111044 4 40 150 6.5 160 5 589.89
SPIDI® EnVe-L BI L 180-6.5 421200111045 4 40 150 6.5 180 5 723.89
SPIDI® EnVe-L BI L 200-6.5 421200111046 4 40 150 6.5 200 5 787.95
SPIDI® EnVe-L BI L 220-6.5 421200111048 4 40 150 6.5 220 5 851.85
SPIDI® EnVe-L BI L 240-6.5 421200111049 4 40 150 6.5 240 5 939.34
SPIDI® EnVe-L BI L 270-6.5 421200111050 4 40 150 6.5 270 5 1144.15

BASEPLATE SWORD
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·   TECHNICAL DATA SHEET   ·

SPIDI® light brackets medium

Please note: Product must be inspected for suitability by installation personnel prior to installation. Our technicians must be consulted prior to installation (mandatory) 
to ensure product is installed correctly and accurately. Product is subject to changes in line with advances in technology. Misprints and errors excepted. Our Terms and 
Conditions (available at www.slavonia.com) apply. © Slavonia Baubedarf GmbH

Profile Item  
Number

Baseplate 
thickness

Baseplate 
width

Baseplate 
height

Hole  
diameter

Bracket 
length w/o 

isolator

Isolator 
thickness

Cross sect. 
area

s [mm] w [mm] h [mm] D [mm] L [mm] t [mm] A [mm2]
SPIDI® EnVe-L BI M 40-10.5/6.5 421200111255 4 40 75 10.5/6.5 40 5 240.91
SPIDI® EnVe-L BI M 60-10.5/6.5 421200111256 4 40 75 10.5/6.5 60 5 287.46
SPIDI® EnVe-L BI M 80-10.5/6.5 421200111257 4 40 75 10.5/6.5 80 5 346.01
SPIDI® EnVe-L BI M 100-10.5/6.5 421200111259 4 40 75 10.5/6.5 100 5 410.48
SPIDI® EnVe-L BI M 120-10.5/6.5 421200111260 4 40 75 10.5/6.5 120 5 474.05
SPIDI® EnVe-L BI M 140-10.5/6.5 421200111261 4 40 75 10.5/6.5 140 5 528.10
SPIDI® EnVe-L BI M 160-10.5/6.5 421200111263 4 40 75 10.5/6.5 160 5 589.89
SPIDI® EnVe-L BI M 180-10.5/6.5 421200111264 4 40 75 10.5/6.5 180 5 723.89
SPIDI® EnVe-L BI M 200-10.5/6.5 421200111265 4 40 75 10.5/6.5 200 5 787.95
SPIDI® EnVe-L BI M 220-10.5/6.5 421200111267 4 40 75 10.5/6.5 220 5 851.85
SPIDI® EnVe-L BI M 240-10.5/6.5 421200111268 4 40 75 10.5/6.5 240 5 939.34
SPIDI® EnVe-L BI M 270-10.5/6.5 421200111269 4 40 75 10.5/6.5 270 5 1144.15

For concrete and masonry basematerial, steel and timber

BASEPLATE SWORD
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·   TECHNICAL DATA SHEET   ·

SPIDI® light brackets small

Please note: Product must be inspected for suitability by installation personnel prior to installation. Our technicians must be consulted prior to installation (mandatory) 
to ensure product is installed correctly and accurately. Product is subject to changes in line with advances in technology. Misprints and errors excepted. Our Terms and 
Conditions (available at www.slavonia.com) apply. © Slavonia Baubedarf GmbH

Profile Item  
Number

Baseplate 
thickness

Baseplate 
width

Baseplate 
height

Hole  
diameter

Bracket 
length w/o 

isolator

Isolator 
thickness

Cross sect. 
area

s [mm] w [mm] h [mm] D [mm] L [mm] t [mm] A [mm2]
SPIDI® EnVe-L BI S 40-10.5 421200111204 4 40 55 10.5 40 5 240.91
SPIDI® EnVe-L BI S 60-10.5 421200111205 4 40 55 10.5 60 5 287.46
SPIDI® EnVe-L BI S 80-10.5 421200111206 4 40 55 10.5 80 5 346.01
SPIDI® EnVe-L BI S 100-10.5 421200111208 4 40 55 10.5 100 5 410.48
SPIDI® EnVe-L BI S 120-10.5 421200111209 4 40 55 10.5 120 5 474.05
SPIDI® EnVe-L BI S 140-10.5 421200111210 4 40 55 10.5 140 5 528.10
SPIDI® EnVe-L BI S 160-10.5 421200111212 4 40 55 10.5 160 5 589.89
SPIDI® EnVe-L BI S 180-10.5 421200111213 4 40 55 10.5 180 5 723.89
SPIDI® EnVe-L BI S 200-10.5 421200111214 4 40 55 10.5 200 5 787.95
SPIDI® EnVe-L BI S 220-10.5 421200111216 4 40 55 10.5 220 5 851.85
SPIDI® EnVe-L BI S 240-10.5 421200111217 4 40 55 10.5 240 5 939.34
SPIDI® EnVe-L BI S 270-10.5 421200111218 4 40 55 10.5 270 5 1144.15

For concrete and masonry basematerial

BASEPLATE SWORD
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·   TECHNICAL DATA SHEET   ·

SPIDI® light brackets small

Please note: Product must be inspected for suitability by installation personnel prior to installation. Our technicians must be consulted prior to installation (mandatory) 
to ensure product is installed correctly and accurately. Product is subject to changes in line with advances in technology. Misprints and errors excepted. Our Terms and 
Conditions (available at www.slavonia.com) apply. © Slavonia Baubedarf GmbH

For steel and timber

Profile Item  
Number

Baseplate 
thickness

Baseplate 
width

Baseplate 
height

Hole  
diameter

Bracket 
length w/o 

isolator

Isolator 
thickness

Cross sect. 
area

s [mm] w [mm] h [mm] D [mm] L [mm] t [mm] A [mm2]
SPIDI® EnVe-L BI S 40-6.5 421200111221 4 40 55 6.5 40 5 240.91
SPIDI® EnVe-L BI S 60-6.5 421200111222 4 40 55 6.5 60 5 287.46
SPIDI® EnVe-L BI S 80-6.5 421200111223 4 40 55 6.5 80 5 346.01
SPIDI® EnVe-L BI S 100-6.5 421200111225 4 40 55 6.5 100 5 410.48
SPIDI® EnVe-L BI S 120-6.5 421200111226 4 40 55 6.5 120 5 474.05
SPIDI® EnVe-L BI S 140-6.5 421200111227 4 40 55 6.5 140 5 528.10
SPIDI® EnVe-L BI S 160-6.5 421200111229 4 40 55 6.5 160 5 589.89
SPIDI® EnVe-L BI S 180-6.5 421200111230 4 40 55 6.5 180 5 723.89
SPIDI® EnVe-L BI S 200-6.5 421200111231 4 40 55 6.5 200 5 787.95
SPIDI® EnVe-L BI S 220-6.5 421200111233 4 40 55 6.5 220 5 851.85
SPIDI® EnVe-L BI S 240-6.5 421200111234 4 40 55 6.5 240 5 939.34
SPIDI® EnVe-L BI S 270-6.5 421200111235 4 40 55 6.5 270 5 1144.15

BASEPLATE SWORD


